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PROPOSED PLANT LIST

MATERIAL LEGEND
ID BOTANICAL NAME COMMON NAME QTY SIZE
DECIDUOUS TREES HARDSCAPE
AC AMELANCHIER CANADENSIS  |SERVICEBERRY 27 10°-12’ POURED IN PLACE CONCRETE PAVING
GT GLEDITSIA TRIACANTHOS HONEY LOCUST 5 10°=12’
SHRUBS / GRASSES / VINES M
HH | HEDERA HELIX ENGLISH IVY 10 1 GAL. 5 PERMEABLE CONCRETE PAVERS
S SP.| PENNISETUM ALOPECUROIDES [FOUNTAIN GRASS 100 2 GAL. __L
VA VACCINIUM ANGUSTIFOLIUM LOWBUSH BLUEBERRY| 2,100 SF | SOD o
o PERMEABLE CONCRETE PAVERS
I I I
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-’- STREET LAMP POST
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LAWN

MULCHED PERENNIAL PLANTING BED
(DETAILL X, L2.00)

+ + o

(11) AC
VA
A PROPOSED STREET TREE
o JEINE (DETAIL X, L2.00)
. - TRANSFORMER

(10) HH

NOTE:

1. Refer to SVE Civil Engingeer's
drawings for: utility phasing / scope of
Right Of Way public improvements / site
drainage / grading.

2. Refer to Holst Architecture drawings
for: building layout dimensions and

materials.

3. Owner/contractor to obtain approval
for off-property work.
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